
ALL NON-LOAD-BEARING METAL WALL FRAMING
SHALL BE 25 GAUGE UNLESS OTHERWISE NOTED
BELOW IN NOTES B, C, D, E AND F. REFER TO
SPECIFICATION SECTIONS 09260 AND 05400 FOR
ADDITIONAL REQT'S

PARTITION TYPE SYMBOL
SYMBOL DEFINITION USAGE ON FLOOR PLANS

2C3

FIRST TWO DIGITS INDICATE BASIC
PARTITION TYPE AS DEFINED ON THIS
SHEET

FRAMING UNIT SIZE CATEGORY
1  =  1 5/8" STUDS
2  =  2 1/2" STUDS
3  =  3 5/8" STUDS
4  =  4" STUDS / 4" (NOM) CMU
6  =  6" STUDS / 6" (NOM) CMU
8  =  8" STUDS / 8" (NOM) CMU
12  =  12" (NOM) CMU
H  =  HAT CHANNELS

BASIC PARTITION ASSEMBLY
CATEGORY

FIRE RATING OF PARTITION IN
HOURS. RATING MAY EXCEED
RATING REQUIRED BY CODE

0B3

0A3
2A3B

0B3

PARTITION TYPE '0A3' CONTINUES
THROUGH WITHOUT INTERRUPTION

PARTITION TYPE '0A3' CONTINUES
ABOVE HEAD OF DOOR UNLESS
OTHERWISE NOTED

LINE INDICATES BREAK BETWEEN
PARTITION TYPES '0A3' AND '2A3'

LOCATION OF ADDITIONAL COMPONENT
WITHIN THE PARTITION ASSEMBLY SHALL
BE TO THE SAME SIDE AS THE PARTITION
TYPE SYMBOL IS DESIGNATED FROM

TYPICAL BACKING PLATE SCHEDULE
PROVIDE BACKING PLATES AS INDICATED ON THE DRAWINGS OR WHERE NOT INDICATED, ACCORDING TO THE FOLLOWING SCHEDULE.
REFER TO DETAILS ELSEWHERE IN THE SET OF DRAWINGS FOR THE SUPPORT OF WALL MOUNTED ITEMS IN EXCESS OF 200 POUNDS

TYPE "A" BACKING PLATE TYPE "B" BACKING PLATE
TYPE A BACKING PLATE:
20 GAGE X 6" HIGH  CONT
METAL PLATE

20 GAGE STUDS AT
TYPE "A" BACKING
PLATES

THREE 3/4" #10 LOW
PROFILE PAN HEAD
SHEET METAL SCREWS
AT EACH STUD, TYPICAL

TYPE A BACKING PLATES:

- AT DOOR STOPS AND BUMPER RAILS
- AT TOILET ACCESSORIES, MIRRORS, COAT HOOKS ETC
- AT ALL UPPER WALL HUNG CABINETS
- AT ALL BASE CABINETS
- AT ALL FULL HEIGHT CABINETS
- AT WALL MOUNTED ADJUSTABLE SHELVING
- AT ALL WALL MOUNTED HANDRAILS

TYPE B BACKING PLATES:

TYPE B BACKING PLATE SHALL SUPPORT THE SAME
ITEMS AS TYPE A BACKING PLATE BUT USE WHERE
APPEARANCE IS THE MAIN CONCERN SUCH AS LOBBIES
AND OTHER HIGH DESIGN AREAS

TYPE B BACKING PLATE:
20 GAGE X 6" HIGH BENT
METAL PLATE ATTACHED
TO WEB  PORTION OF
METAL  STUDS

20 GAGE STUDS AT
TYPE "B" BACKING
PLATES

THREE 3/4" #10 LOW
PROFILE PAN HEAD
SHEET METAL SCREWS
AT EACH STUD, TYPICAL

NOTCH STUD RETURN TO
ALLOW PLATE TO PASS
INSIDE STUD FLANGE

SCALE: NTS
1A

TWO SIDED
ASSEMBLY

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8" TYPE X
GYPSUM BOARD EACH SIDE
OF METAL STUDS AT 16" OC

FINISHED FLOOR LINE

1 HOUR RATED (UL - U419 OR U465)

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

4"

SCALE: NTS
0B

TWO SIDED
ASSEMBLY
NON-COMBUSTIBLE

SCALE: NTS
2A

TWO SIDED
ASSEMBLY

UNDERSIDE OF STRUCTURE

LINE OF CEILING

TWO LAYERS OF 5/8" TYPE
X GYPSUM BOARD EACH
SIDE OF METAL STUDS AT
16" OC

FINISHED FLOOR LINE

2 HOUR RATED (UL - U411 OR U419)

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

SCALE: NTS
0A

TWO SIDED
ASSEMBLY
NON-COMBUSTIBLE

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

4"

SCALE: NTS
0D

TWO SIDED
ASSEMBLY
NON-COMBUSTIBLE

20 GAGE METAL STUD
BRACING AT 4'-0" OC

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD OVER
METAL STUDS AT 16"
OC

FINISHED FLOOR LINE

SCALE: NTS
0G

ONE SIDED ASSEMBLY
NON-COMBUSTIBLE

20 GAGE METAL STUD
BRACING AT 4'-0" OC

4"

SCALE: NTS
1K

COLUMN ENCLOSURE
1 HOUR RATED (UL - X528)

ONE LAYER OF 5/8"
TYPE X GYPSUM
BOARD

1 5/8" STEEL STUDS
EACH SIDE OF
COLUMN END FLANGE

STEEL COLUMN
(MIN SIZE W10x49)

SCALE: NTS
OK

COLUMN ENCLOSURE
NON-COMBUSTIBLE

ONE LAYER OF 5/8"
GYPSUM BOARD

1 5/8" STEEL STUDS
EACH SIDE OF
COLUMN END FLANGE

STEEL COLUMN
(MIN SIZE W10x49)

UNDERSIDE OF
STRUCTURE

LINE OF CEILING

FINISHED FLOOR LINE

METAL RUNNER CROSS
BRACES AT 48" OC
VERTICALLY

SCALE: NTS
1C

CHASE ASSEMBLY
1 HOUR RATED (UL- U420)

ONE LAYER OF 5/8" TYPE X
GYPSUM BOARD EACH
SIDE OF METAL STUDS AT
16" OC

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD ON METAL
STUDS AT 16" OC

FINISHED FLOOR LINE

4"

SCALE: NTS
0F

ONE SIDED
ASSEMBLY
NON-COMBUSTIBLE

EXTEND GYPSUM BOARD TO
UNDERSIDE OF STRUCTURE
WHERE THERE IS NO CEILING

SCALE: NTS
1H

ACOUSTICAL ASSSEMBLY

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8" TYPE X
GYPSUM BOARD EACH SIDE
OF METAL STUDS AT 16" OC

FINISHED FLOOR LINE

1 HOUR RATED (UL- U451)

RESILIENT CHANNELS AT
24" OC VERTICALLY

SOUND ATTENUATION
BLANKET

ACOUSTICAL SEALANT

ACOUSTICAL SEALANT

UNDERSIDE OF
STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

METAL RUNNER CROSS
BRACES AT 48" OC
VERTICALLY

SCALE: NTS
0C

CHASE ASSEMBLY
NON-COMBUSTIBLE

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

SCALE: NTS
0E

TWO SIDED
ASSEMBLY
NON-COMBUSTIBLE

SCALE: NTS
OH

ACOUSTICAL ASSSEMBLY

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

NON-COMBUSTIBLE

RESILIENT CHANNELS AT
24" OC VERTICALLY

SOUND ATTENUATION
BLANKET

ACOUSTICAL SEALANT

ACOUSTICAL SEALANT

ALL NON-LOAD-BEARING METAL WALL FRAMING SHALL BE
25 GAUGE UNLESS OTHERWISE NOTED BELOW IN NOTES
B, C, D, E AND F. REFER TO SPECIFICATION SECTIONS
09260 AND 05400 FOR ADDITIONAL REQT'S

A.

PROVIDE 20 GAUGE METAL WALL FRAMING IN LIEU
OF 25 GAUGE METAL FRAMED WALLS WITH ONE
LAYER OF 5/8" GYPSUM WALL BOARD ON EACH SIDE
THAT EXCEED THE HEIGHT LIMITS AS LISTED BELOW:

B.

2 1/2" METAL STUDS: 10'-9"
3 5/8" METAL STUDS: 14'-0"
4" METAL STUDS: 15'-0"
6" METAL STUDS: 20'-0"

DOUBLE STUD JAMB ASSEMBLIES AT OPENINGS1.

PROVIDE 20 GAUGE METAL WALL FRAMING IN
LIEU OF 25 GAUGE METAL FRAMED WALLS WITH
TWO LAYERS OF 5/8" GYPSUM WALL BOARD ON
EACH SIDE THAT EXCEED THE HEIGHT LIMITS AS
LISTED BELOW:

D.

FRAMING NOTES

ADDITIONALLY, PROVIDE 20 GAUGE METAL WALL
FRAMING AT THE FOLLOWING LOCATIONS:

C.

FIRST STUD IN THE PARTITION BEYOND THE
DOUBLE STUD JAMB ASSEMBLY. LOCATE
STUD 6" FROM DOUBLE STUD ASSEMBLY

2.

STUDS TO WHICH CEMENTITIOUS BACKER
UNITS, SPECIFIED IN SECTION 09300, ARE
INSTALLED FOR WET AREAS

3.

STUDS TO WHICH ABUSE-RESISTANT AND
HIGH-IMPACT GYPSUM WALL PANELS ARE
ATTACHED

4.

STUDS TO WHICH WALL MOUNTED
EQUIPMENT, INCLUDING OWNER FURNISHED
EQUIPMENT, IS FASTENED

5.

STUD INFILL AND SILL TRACK BELOW WINDOW
OPENINGS

6.

STUDS INSTALLED FOR OPENING HEADS
BETWEEN DOUBLE STUD JAMB ASSEMBLIES

7.

2 1/2" METAL STUDS: 11'-9"
3 5/8" METAL STUDS: 14'-9"
4" METAL STUDS: 15'-9"
6" METAL STUDS: 20'-0"

PROVIDE 16 GAUGE METAL WALL FRAMING (REFER
TO  SPECIFICATION SECTION 05400) IN LIEU OF 20
GAUGE METAL FRAMED WALLS WITH ONE LAYER
OF 5/8" GYPSUM WALL BOARD ON EACH SIDE THAT
EXCEED THE HEIGHT LIMITS AS LISTED BELOW:

E.

2 1/2" METAL STUDS: 12'-0"
3 5/8" METAL STUDS: 15'-7"
4" METAL STUDS: 16'-10"
6" METAL STUDS: 22'-10"

PROVIDE 16 GAUGE METAL WALL FRAMING (REFER
TO  SPECIFICATION SECTION 05400) IN LIEU OF 20
GAUGE METAL FRAMED WALLS WITH TWO LAYERS
OF 5/8" GYPSUM WALL BOARD ON EACH SIDE THAT
EXCEED THE HEIGHT LIMITS AS LISTED BELOW:

F.

2 1/2" METAL STUDS: 14'-0"
3 5/8" METAL STUDS: 17'-8"
4" METAL STUDS: 18'-11"
6" METAL STUDS: 24'-11"

----G.

PARTITIONS AND FURRING ARE DIMENSIONED TO
THE FACE OF PARTITION ASSEMBLY (NOT TO THE
FACE OF APPLIED FINISH OR FACE OF STUD),
UNLESS OTHERWISE NOTED

A.

PARTITION TYPE INDICATIONS ARE INDEPENDENT
OF APPLIED FINISHES. SEE FINISH SCHEDULE
AND/OR THE DESIGNATIONS ON THE PLANS FOR
ADDITIONAL INFORMATION REGARDING APPLIED
FINISHES

B.

WHERE PARTITION TYPE DESIGNATION ON FLOOR
PLANS IS INTERRUPTED BY DOOR OPENING,
GLAZED PARTITION, ETC., CONSTRUCTION ABOVE
INTERRUPTION (AND WHERE APPLICABLE BELOW)
IS TO BE THE SAME AS THAT DESIGNATED FOR
THE PARTITION IN WHICH THE INTERRUPTION
OCCURRED

C.

THE MINIMUM REQUIREMENTS FOR CONSTRUCTION
OF  EACH PARTITION TYPE AS EXPRESSED BY THE
INDICATED FIRE RATING REFERENCE ARE
INCORPORATED BY REFERENCE AND ARE
APPLICABLE TO THE WORK OF THIS PROJECT.
HOWEVER, ADDITIONAL AND/OR MORE RESTRICTIVE
REQUIREMENTS MAY BE INDICATED BY THE
SPECIFICATIONS AND DRAWINGS. SUCH
REQUIREMENTS ALSO APPLY AND SHALL GOVERN.
SUCH REQUIREMENTS INCLUDE BUT ARE NOT
LIMITED TO:

D.

USE 5/8" THICK GYPSUM BOARD THROUGHOUT1.

USE 16" OC MAX STUD SPACING UNLESS
OTHERWISE  NOTED. THE SPACING STATED
BY THE REFERENCED APPROVAL OR TEST
REPORT IS THE MAX SPACING

2.

USE STUDS OF GAGE INDICATED ON THE
DRAWINGS OR IN THE SPECIFICATIONS. THE
GAGE STATED BY THE REFERENCED
APPROVAL OR TEST REPORT IS  THE
MINIMUM GAGE

3.

USE STUDS OF DEPTH INDICATED BY THE
DRAWINGS. THE DEPTH STATED BY THE
REFERENCED APPROVAL OR TEST REPORT
IS THE MINIMUM DEPTH

4.

INSTALL ONE LAYER OF 5/8" TYPE X WATER
RESISTANT GYPSUM BOARD (WHERE GYPSUM
BOARD OCCURS) OF BASIC PARTITION AT THE
FOLLOWING LOCATIONS:

E.

WITHIN 2 FEET HORIZONTALLY AND 4 FEET
VERTICALLY OF JANITORS SINKS

1.

AT OTHER LOCATIONS AS INDICATED BY THE
ARCHITECTURAL FINISH SCHEDULE

2.

INSTALL ONE LAYER OF 1/2" CEMENT BACKER
BOARD IN LIEU OF GYPSUM BOARD (WHERE
GYPSUM BOARD OCCURS) OF BASIC PARTITION
WHERE THERE IS NO FIRE RATING AND OVER
GYPSUM BOARD FACE LAYER AT FIRE RATED
PARTITIONS AT THE FOLLOWING LOCATIONS:

F.

AT WET LOCATIONS, SUCH AS SHOWER
STALLS AND TUB SURROUNDS

1.

WHERE CERAMIC TILE FINISHES ARE
INDICATED. REFER TO FINISH SCHEDULE,
PLANS AND/OR  INTERIOR ELEVATIONS

2.

AT OTHER LOCATIONS AS INDICATED BY THE
ARCHITECTURAL FINISH SCHEDULE

3.

INSTALL ONE LAYER OF 5/8" HIGH IMPACT GYPSUM
BOARD IN LIEU OF GYPSUM BOARD (WHERE GYPSUM
BOARD OCCURS) OF BASIC PARTITIONS AT THE
FOLLOWING LOCATIONS:

G.

PARTITION NOTES

IN THE LABS1.
LER2.

FOR ALL WALL TYPES INDICATING ACOUSTICAL
INSULATION SEAL PERIMETER OF PARTITION WITH
CONT BEAD OF ACOUSTICAL SEALANT. CLOSE ALL
GAPS THROUGH OR AROUND PARTITION BY
SEALING ALL JOINTS, GAPS AROUND OUTLET
BOXES AND PENETRATIONS, INCLUDING THOSE
ABOVE FINISH CEILINGS. ISOLATE PARTITION FROM
ALL PIPE AND DUCT PENETRATIONS BY STOPPING
GYPSUM BOARD 1/2" MIN TO 1" MAX FROM PIPE OR
DUCT. SEAL GAP BETWEEN GYPSUM BOARD AND
PIPES/DUCTS WITH BACKER ROD AND ACOUSTICAL
SEALANT

H.

FOR ALL WALL TYPES INDICATING ACOUSTICAL
INSULATION. INSULATION (NON-FACED, FRICTION
FIT) IN STUD CAVITY. PROVIDE 2 1/2" THICK
INSULATION WHERE STUD DEPTH IS 2 1/2";
PROVIDE 3 1/2" THICK INSULATION WHERE STUD
DEPTH IS 3 5/8" OR GREATER. WHERE STUD DEPTH
IS LESS THEN 2 1/2" DEEP, PROVIDE ADDITIONAL
COMPONENT NO 4 INSTEAD

J.

FOR ALL WALL TYPES INDICATING ACOUSTICAL
INSULATION PROVIDE ACOUSTICAL OUTLET BOX
PADS AT ALL ELECTRICAL, TELEPHONE AND DATA
OUTLET BOXES AS WELL AS AT ALL SWITCH
BOXES. MOLD PAD CAREFULLY AROUND BOX
AFTER BOX IS SECURELY ATTACHED TO STUD
BEFORE GYPSUM BOARD IS INSTALLED. SEAL ALL
OPENINGS WITH OUTLET BOX SEALANT MATERIAL

K.

UNDERSIDE OF STRUCTURE

LINE OF CEILING

CONCRETE MASONRY

FINISHED FLOOR LINE

SCALE: NTS
0M

CONCRETE MASONRY
ASSEMBLY
NON-COMBUSTIBLE

UNDERSIDE OF STRUCTURE

LINE OF CEILING

CONCRETE MASONRY

FINISHED FLOOR LINE

SCALE: NTS
0N

CONCRETE MASONRY
ASSEMBLY
NON-COMBUSTIBLE

4"

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD EACH
SIDE OF METAL STUDS

FINISHED FLOOR LINE

AT 16" OC

SCALE: NTS
0P

PARTIAL HEIGHT
ASSEMBLY
NON-COMBUSTIBLE

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8" TYPE X
GYPSUM BOARD ON ROOM
SIDE

FINISHED FLOOR LINE

SCALE: NTS
1S

SHAFT WALL ASSEMBLY
1 HOUR RATED (UL- U415 OR U469)

METAL C-H STUDS AT
24" OC MAX

ONE LAYER OF 1" TYPE X
GYPSUM BOARD ON SHAFT
SIDE

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8" GYPSUM
BOARD ON ROOM SIDE
(REFER TO UL-415 FOR
TYPE)

FINISHED FLOOR LINE

SCALE: NTS
1U

SHAFT WALL ASSEMBLY
1 HOUR RATED (UL- U415)

METAL C-H STUDS AT
24" OC MAX

ONE LAYER OF 1" TYPE X
GYPSUM BOARD ON SHAFT
SIDE

RESILIENT FURRING
CHANNELS AT 24" OC

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD OVER 7/8"
METAL STUDS

FINISHED FLOOR LINE

SCALE: NTS
0FH

ONE SIDED
ASSEMBLY
NON-COMBUSTIBLE

SOUND ATTENUATION
BLANKET

ACOUSTICAL SEALANT

ACOUSTICAL SEALANT

RESILIENT CHANNELS AT
24" OC VERTICALLY

UNDERSIDE OF STRUCTURE

LINE OF CEILING

ONE LAYER OF 5/8"
GYPSUM BOARD OVER
7/8" HAT CHANNELS

FINISHED FLOOR LINE

4"

SCALE: NTS
0FG

ONE SIDED
ASSEMBLY
NON-COMBUSTIBLE

EXTEND GYPSUM BOARD TO
UNDERSIDE OF STRUCTURE
WHERE THERE IS NO CEILING
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